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DOOSAN

DX340LC

Engine Power :
DIN 6271, net 184kw(250ps)/1,750rpm

SAE J1349, net 184kw(247HP)/1,750rpm
Operational Weight : 34,100kg(75,178 lb) - STD.
Bucket capacity(SAE) : 1.25 ~ 1.83m>3(1.64 ~ 2.39 cu.yd)

Doosan Infracore
Construction Equipment




Doosan DX340LC Hydraulic Excavator :
A New Model with Novel Features

The new DX340LC hydraulic excavator has all the advantages of
the previous model, the Solar 340LC but now offers additional
added value to the operator.

The key phrase used during the development of the DX340LC
was “giving optimum value to the end user.” This translates, in
concrete terms, into :

Increased production and improved fuel economy thanks to electronic optimization of the hydraulic system
and the new generation DOOSAN engine (stage D).

Improved ergonomics, increased comfort and excellent all round visibility ensuring a safe and pleasant
working environment.

Improved reliability through the use of high performance materials combined with new methods of
structural stress analysis have lead to increased component life expectancy, thus reducing running costs.

Reduced maintenance increased the availability of the excavator and reduces running costs.



HANDLING

The hydraulic excavator's power, durability, ease of servicing and its precise control increase its
effectiveness and life expectancy. With the DX340LC, DOOSAN offers an excellent return on
investment.

Multi-function Color
LCD Monitor Panel

Choice of operating modes

Working mode
= Digging mode: for general excavation, loading, lifting...
= Trenching mode: swing priority for trench work, canal digging,
embankments...

Power mode
= Standard: uses 85% engine power for all work
= Power: uses 100% engine power for heavy work

Control lever
Very precise control of the equipment increases versatility, safety and
facilitates tricky operations requiring great precision.

Warning lights Operation modes ! ) ¢ ) )
gle .r}'v\ode selection Levelllng.operatlons and the movement of lifted loads in particular are
. Flow rate control made easier and safer.
- Auto deceleration The control levers have additional electrical buttons for controlling other
- Display selection additional equipment (for example, grabs, crushers, grippers, etc.)

Control panel
With color LCD display
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Standard screen Theft prevention Filter/oil information  Operation history Flow rate control Contrast control
function
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Cellular phone box 12V Power socket Cigarette lighter Glass antenna

COMFORT OXB40L0

The work rate of the hydraulic excavator is directly linked to the performace of its operator.
DOOSAN designed the DX340LC by putting the operator at the centre of the development goals.
The result is significant ergonomic value that improves the efficiency and safety of the operator.

More space, better visibility, air conditioning, a very comfortable
seat... These are all elements that ensure that the operator can
work for hours and hours in excellent conditions.

Control panel
Correct positioning with clear controls makes the operator’s task easier.

The high performance air
conditioning provides an air
flow which is adjusted and
electronically controlled for the
conditions. Five operating
modes enable even the most
demanding operator to be
satisfied. Visibility has been'improved in all directions and the size of the cab
has been increased.

Air suspension seat (Opt.)
Equipped with various functions of
adjustment forth and back and, and
lumbar support, it reduces the
vibration of equipment transmitted
during work in an effective way.
Also for considering winter working
environment, Seat warmer
functions equipped.

Appropriate storage spaces show the attention
given to the operator.

MP3/CD Player (Opt.)

Audio Button

Audio Button has been positioned
in a way that the driver can turn
on/off the radio, control the

volume, and select a channel
Control stand (Telescopic Function) conveniently.

Comfortable 2-stage sliding seat



MAINTENANCE

Short maintenance operations at long intervals increase the availability of the equipment on site.
DOOSAN has developed the BAOLCwith a view to high profitability for the user.

Engine oil filter Easy maintenance

The engine oil filter offers a high level of filtration allowing the oil change Access to the various radiators is very easy, making cleaning eagiecess to
interval to be increased to 500 hours. It is easy to access angasitioned to  the various parts of the engine is from the top and via side panels.

avoid contaminating the surrounding environment.

Hydraulic oil return filter Air cleaner Fuel filter

The protection of the hydraulic system is made The large capacity forced air cleaner removes High efficiency fuel filtration is attained by the
more effective by the use of glass fibre filter over 99% of airborneparticles, reducing the risk use of multiple filters, including a fuel pre-filter
technology in the main oil return filter. This of engine contamination and making the fitted with a water separator that removes most
means that with more than 99.5% of foreign cleaning and cartridge change intervals greater. moisture from the fuel.

particles filtered out, the oil change interval is

increased.

PC Monitoring (DMS) Convenient Fuse Box Centralized grease inlets for easy maintenance
A PC monitoring function enables connection to The fuse box is conveniently located in a section The arm grease inlets are grouped for easy
the e-EPOS system, allowing various parametersof the storage compartment behind the access.

to be checked during maintenance, such as operator's seat providing a clean environment

pump pressures, engine rotation speed, etc. and and easy access.

these can be stored and printed for subsequent

analysis.




